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SUBSYSTEM :EPD&C - MAIN PROP. FMER NO 05-6J =-2091 -1 REVI04/26788
e ST
ASSEMBLY :AFT LCA - 3 CRIT. FUNC: 1R
P/N EI 1MC477-0261-0002 CRIT. HDW: 2
P/N VENDOR: VEHICLE 102 103 104
QUANTITY Ho EFFECTIVITY : X ® x
: ONE PHASE(S): PL X LO X 00 DO LS
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ITEM:
CONTROLLER HYBRID DRIVER (HDC}, TYPE I, LO2 OVERBOARD ELEED VALVE CIOEE
S0LENOID (LV7E).

FUNCTION:
CONDUCTS MDM CLOSE COMMAND B TO SERIES RFC AND HDC III TO CONTROL POWER

TO 102 CVERBUARD BLEED VALVE BOLENOID (LV7?6). S6VTVGALZ3AR J1(45}.

FAILURE MODE:
1055 QF QUTPUT, TFAILS TO CONDUCT, FAILS TO TURM "OH".

CAUSE({S):
PIECE FART FAILURE, CONTAMINATION, VIBRATION, MECHANICAL SHOCCK,
PROGESSING ANOMALY, THERMAL STRESS.

EFFECT(S) ON:
(A)SUBSYSTEM (B) INTERFACES (C)MISSION (D)CREW/VEHICLE (E)FUNCTIONAL
CRITICALITY
(A) LOSS OF ONE OF TWO POWER PATHS TO LO2 QVERBOARD ELEED VALVE CLOSE
SOLENOID. DEGRADATION OF REDUNDANCY AGAINST INADVERTENT DEACTUATION OF
CLOSE SOLENCID.

{(B,C,D} NO EFFECT - FIRST FAILURE.
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{B) CASE I: 1R/2, 1 SUQCESS PATH AFTER FIRST FATLIIRE.
TIME FRAME - PRELAUNCH.
1) HDC FAIIE MOFF".
2] PARALLEL POWER PATH FAILS "QFF" (HDC, RPC, DICDE] CAUSING LO2
OVERBOARD BLEED VALVE (FV19) TO OFER.

FATIURES WILL RESULT IN CONTINUED BLEED FLOW RESULTING IN LOSS OF L2
' QVERBOARD WITH FAILURE OF BLEED LISCONNECT {(FDi3) TO CLOSE. ELEED '
DISCONNECT IS NOT CERTIFIED FOR CLOSURE UNDER FLOW CORDITIONS ARD CANNOT
BE CONSTIDERED A EEDUNLANT INHIRBIT AGATIHZT OVERBOARD FLOW. POSZTELE
RUPTURE OF DISCOKNECT HOUSING AND/OR DOWNETREAM BLEED SYSTEM DUE TO WATZE
HAMMER. RESULTS IN LOSS OF APPROXIMATELY 3000 LBS OF PROPELLANT WHICH IS
INSUFFICIENT TO CAUSE PREMATURE S5SME SHUTDOWH.

T

" POSSIBLE AFT COMPARTMENT QOVERPRESSURIZATION. FIRE/EXPLOSIVE BAZARD BOTH
INTERIOR AND EXTERIOR TO THE VEHICILE. NO LCC EXISTS FOR VERIFICATION OF
VAIVE POSITICH PRICE TO T=0. POSSIBLE LGSS QF CREW/VEHICLE.

CRSE II: 1R/3, 2 BUCCESS PATHSE AFTER FIRST FAILURE.,

TIME FRAME = ASCENT.

1) HDC FAILS "QFF".

2) PARALLEL FOWER PATH Falls “OFF" (HDC, RPC, DIODE) CAUSING Loz
OVERBOARD BLEED VALVE (PV1%) TO OPEN.

1) BLEED DISCONNECT (PhD13) FAILSE TO CLOSE/RFMATN CLOSED.

RESULTS IN LOSS OF APPROXIMATELY 3000 LBS. OF PROFELLANT WHICH IS HOT
ENOUGH TO CAUSE PREMATURE SSME EHUTDOWN. POSSIEBLE FIRE/EXFLOCSION HAZARHC
IN FLIGHT. POSSIELE 1LOEE OF CREW/VEHICLE.

DISPCSITION & RATIONALE!?!
(A)DESIGN (B)TEST (C)INSPECTION (D)FAILURE HISTORY (E)OPERATIONAL USE

(A-D] FOR DISPOSTTION AND RATIONALE
REFER TO AFPENDIX B, ITEM KO. 1 - HYBRID DRIVER CONTROLLEER.

(B} GROUND TURRAROUND TEST
COMPLETE ELECTRICAL VERIFICATION V41ABO,.200F EVERY FPLIGHT.

(E} OPERATIONAL USE
NG CREW ACTION CAN BE TAKEN.
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IF THE IL&£3 ELEED VALVE FAILS TO CLOSZ. RBEFORZ T-0 THE Lo0O2 BLEED
DIECCHNECT WOULD BE CLOSTHG WITH AN CXYGEN FLOW OF 4.1 LBS5/5EZ0. THIRTY-
TwWa PERCENT OF THIS FLOW WILL BE-VAFOR. THE LOZ BLEED DISCORNECT I NOT
CERTIFIZD FOR CLOSURE DNDER FLOW. HOWEWVEER, THE CL2BEURE IS5 AT OJNE "G!
ACCELERATION RATE (T-0 IMEILICAL SEPARATICH RATE); WHICH LIMITE T=HE TMPACT
EFNZRGY CON THE VESPEL SEAL T0 A LEVEL WHICH TS5 BIlOW THE LO2/VESFEL
IGNITION LEVEL (NOT PREVIQUSLY TESTED WITH ‘THIS CONDITION). THE WATER
HAMMER TOWARLDS EFFECT GENERATED DURING THIS CLGSURE HAS Brrh CaLCULATED
T0 BE APPROXIMATELY 60 PSIG. SYSTEM FROOF PRESSURE LEVEL IS z&s P3IG.
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